GREYHOUND OFFICE COMPANY LP w|8 (g
09-10—-18-00-00-016.206 NOTE: PLANT LIST GENERAL NOTES: 'E_‘ 2 %
P ?EORSLNSATCRR.E?S% CONTRACTOR TO MULCH ALL PLANT BEDS WITH Kj SHADE. ORNAMENTAL AND CONIFEROUS TREES 1. THESE PLANS ARE BASED ON THE ALTA/NSPS LTS W/TOPO S|=
A g o DECORATIVE STONE, AND SPADE EDGE WHERE - ’ (SURVEY PROJECT #W190356STL DATED 6/11/20)
\ \ J - \ N p 5 SSM  Acer miyabei 'Morton' State Street Maple 21/2" Cal. 10505 N. COLLEGE AVE INDIANAPOLIS, IN
| o ~ 3 SWO Quercus bicolor Swamp White Oak 21/2" Cal. (31 7) 846—6611
. , 2. PRIOR TO CONSTRUCTION, CONTRACTOR TO CONTACT THE
\ B - 6  FTE Ulmus xfrontier Frontier Elm 21/2" Gal. DESIGN ENGINEER AND ARCHITECT TO VERIFY THAT THEY
| N 4 ABS Amelanchierxgrandiflora 'Autumn Brilliance' Autumn Brilliance Serviceberry 6' ARE WORKING FROM THE MOST CURRENT SET OF PLANS AND ol
\ \ 11 FBC Malus sargentii 'Firebird’ Firebird Crabapple 6' SPECIFICATIONS. S %
5 TCA Thuja occidentalis 'Techny' Techny Arborvitae 6' E §
wilia
QTY. ABRV. BOTANICAL NAME COMMON NAME SIZE ON SITE PARKING DATA g E
58 ALH Aronia melanocarpa 'UCONNAM165' Aronia Low Scape Hedger 3 Gal. 2 o |0
. _ REGULAR SPACES 53 512 |m
12’12 SIGHT 25 KOH Diervilla 'G2X88544' Kodiak Orange Honeysuckle 3 Gal. ADA ACCESSIBLE SPACES 3 g E %
TRIANGLE. (TYP) 26 BOH Hydrangea paniculata 'Bobo’ Bobo Hydrangea 5Gal. TOTAL SPACES 56 H:J % é
‘ 31 GLS Rhus aromatica 'Grow-Low' Grow-Low Sumac 5Gal. g 8
. 8 - 8 BMV Viburnum dentatum 'Christom’ Blue Muffin Viburnum 5Gal. DRIVE THRU STACKING = 21 VEHICLES E g
‘\ @i \\\ 23 DHW Weigela x'Dark Horse' Dark Horse Weigela 3 Gal. SITE DATA E E
| 913 N 10 GVB Buxus x'Green Velvet' Green Velvet Boxwood 5 Gal. CURRENT ZONING LB—PD o
| g; N 21 DJJ  Juniperus procumbens 'Nana' Dwarf Japgarden Juniper 5 Gal. - _
\‘ 88 \ - . . . . LOT AREA = 69,792 S.F. (1.60 AC.)
g - 18 DNY Taxus xmedia 'Densiformis Densiformis Yew 5 Gal. EX. IMPERVIOUS AREA = 56,359 S.F. (1.29 AC.)(BO.S%)
| \ EX. PERVIOUS AREA = 13,433 S.F. (0.31 AC.)(19.2%)
“ “t::,:z% < PERENNIALS, ORNAMENTAL GRASS AND GROUNDCOVERS PROP. IMPERVIOUS AREA = 51,870 S.F. (1.19 AC.)(74.3%)
\ QTY. ABRV. BOTANICAL NAVIE COMMON NAME SIZE PROP. PERVIOUS AREA = 17,922 S.F. (0.41 AC.)(25.7%) Slela
‘ 7 60 JTC Coreopsis 'Jethro Tull' Jethro Tull Coreopsis 1 Gal. z
| 10 FWD Dianthus gratianopolitanus 'Firewitch' Firewitch Dianthus 1 Gal. EEBMQ”'S' AREA WILL BE BY 4'489 S.F. OR 33%
\‘ 32 GGR Geranium 'Rozanne’ 'Gerwat' Geranium 1Gal. PARKING AREA LANDSCAPING Prepared For:
‘\ 14 SCD Hemerocallis 'Strawberry Candy' Strawberry Candy Daylil 1Gal.
|  rehery kandy rawberyRandy mavy FOR SITES WITH 50 OR MORE PARKING SPACES, 10% OF AREA
\‘ 16 HMR Heuchera 'Midnight Rose' Midnight Rose Coralbells 1Gal. MUST BE LANDSCAPE ISLANDS
“ { 10 BWC Nepeta racemosa 'Blue Wonder' Blue Wonder Catmint 1Gal. TOTAL PARKING AREA = 29,240 SF
O *‘ ‘%&&2§: 32 DTB Penstemon digitalis 'Dark Towers' Dark Towers Beardtongue 1Gal. PROPOSED LANDSCAPED AREA = 3s592 SF
- SR o . . . ‘
Z ‘VA‘ 7 LSS Perovskia atriplicifolia 'Little Spire Little Spire Russian Sage 1Gal. 29240 * 0.1 — 2924 SF < 3.592 S.F \/
! = 3 5 TCA 19 ODF Calamagrostis xacutiflora 'Overdam’ Overdam Feather Reed Grass 1Gal. ! : ! ’ C
m i | — ) ) )
> E%%j‘f; - — 30 BSG Panicum virgatum 'Heavy Metal' Blue Switch Grass 1Gal.
% -;U ?*%*; 11 GGR 60 PDS Sporobolus heterolepis Prairie Dropseed 1Gal.
NS Y 5 PDS T-—r/
83 Wiy N | [ [ 7 Bon _ | ANDSCAPE NOTES =
ﬁ‘“\*ﬂ | \MCDONALD'S g T e — \ 1. ALL PLANT MATERIAL SHALL BE HARDY TO THE ZONE IT IS BEING PLANTED IN. -
cC 9}4" ¢/ POLE SIGN O ‘ . o §§ Ca e, \\\\\\\ ALL TREES AND SHRUBS ARE TO BE BALLED AND BURLAPED UNLESS OTHERWISE 5 (@] oV
w 9;‘9 / d ! iAo et =, Qr~ ’ A NOTED AND SHALL BE GROWN IN ACCORDANCE WITH THE STANDARDS SET FORTH O m™m - ™
: Q'%" a 4 ’ — — : — y - \ BY THE LATEST EDITION OF AMERICAN STANDARD FOR NURSERY STOCK = & LLJ c o
\ w [ / A @ a8 —, ‘ @ A a4 ws \\\\\\\ PUBLISHED BY AMERICANHORT. L Sl = g
- =N R ] & HMR < s 4 e A Gﬂ\:% ( P \2. PLANT SIZES CALLED OUT ON THIS PLAN ARE THE MINIMUM SIZE REQUIRED. 7)) -9 O|k—
\ — 5 ) ) X X . QkF <) - \ 4,.&; A W PLANTS WHICH FAIL TO MEET THE SIZES LISTED, SHALL BE REJECTED AT THE PRUNE QUT DEAD, BROKEN 5 ® ©|n g g
A Py ? y 8 WA 0% } EXPENSE OF THE CONTRACTOR. —_— 11|
. 500000 , OOOOORRRRRHDOOOO /74’1“\&:?:‘9 \ » BRANCH COLLAR. ~ O ®
. AR000 00 ‘ % @ % . \ ‘\/y/“%“f:gg}ﬁg‘vj// \\ 3.| CONTRACTOR MUST VERIFY ALL MATERIAL QUANTITIES AS DEPICTED ON THE = 7 g re B b= e
\ m T . v N2 OOO - _QJ_ ‘\Wz/“é %gﬁ 7 \ DRAWING. THE PLANT LIST PROVIDED ON THIS PLAN IS FOR CONVENIENCE ONLY. PLACE TREE SO THAT THE TOP OF +— PROTECT TRUNK WITH TREE WRAP IF o 2 X 1 C C
0 -7 N/ . B e ~ ; : / / / P \'fﬁ; g:‘gie OO ~=SUBSTITUTIONS MAY NOT BE MADE WITHOUT THE APPROVAL OF THE LANDSCAPE  THE ROOT BALL IS 2-3" ABOVE PLANTED IN THE FALL AND REMOVE Ao 3 N L
\< X ¥ £l | \\ N (l R Q‘Q)V % \\ ARCHITECT/DESIGNER. 3 SHREDDED ' REMOVE ALL TWINE, BURLAP AND WIRE O o 63 'D — O
! <f : e Z F THE CONTRACTOR SHALL NOTIFY ALL APPROPRIATE AGENCIES AND UTILITY HARDWOOD BARK MULCH. BASKET FROM THE TOP 1/4 OF ROOT BALL. == — O o
> < ¢ / \\:3 BOH 7 (5 \\ LOCATORS PRIOR TO CONSTRUCTION. CONTRACTOR SHALL NOT BEGIN ANY WORK REMOVE EXCESS DIRT FROM TOP OF ROOT O x ~ &=
\2 @) g \ ON-SITE UNTIL ALL UTILITES HAVE BEEN LOCATED. CONTRACTOR SHALL OBTAIN e T i renle TO BALL IF NECESSARY. = o< '-f‘_? 7]
mm i "AS—BUILT" PLANS FOR ALL IRRIGATION AND LIGHTING PRIOR TO CONSTRUCTION. SETTLE REMAINING AIR POCKETS. gRENg (?F SSACREE,?RSJN’\[QO%-TI-I:DING — O|Z (4]
| Y = ol _ \\\ CONTRACTOR IS RESPONSIBLE FOR PROTECTING ALL UTILITIES INCLUDING FINISHED GRADE PERIMETER OF THE HOLE TO ~ o =
\ > O 7 DHW/ ; \ IRRIGATION AND LIGHTING. ALL DAMAGE SHALL BE REPAIRED TO A NEW \ : “T‘QXA“I’_':_Z&WW%T'ERSE%{%'&NG AND (]
\ =< < b1 ABS 9 ALH PROPOSED Q. X ‘ \\ CONDITION IN ACCORDANCE WITH ALL CODES AT NO COST TO THE OWNER — SEE =l I [HIE= ) O
\ \ g 1 . 9, \ NOTE 5. UNDISTURBED SUBGRADE - TAMP WHILE BACKFILLING, USING THE E
| ‘ ; ~12 KOH McDONALD S 6 FWD Q A - ORIGINAL SOIL, MAKING SURE TO CHOP UP
| ] 45114 BUILDING 10 GVB\ Ok / \ . ALL UNSUITABLE MATERIAL (CONCRETE, AGGREGATE STONE, CRUSHED ASPHALT, DIG HOLE A MINIMUM OF — THE HEAMIER SOILS FOR USE IN THE
/ \ g / / \\‘ BRICK ETC.) SHALL BE REMOVED, INCLUDING HAUL OFF, PRIOR TO PLANTING AND % o-ghTAEIBSAI\_'III_DgEAJE?E,\I‘? THE ==t IS ﬁl_T ggﬁgg SO&LTESRH%E %“F? LSA*YVE’;g TX'S:D
| SHALL BE THE RESPONSIBILITY OF THE LANDSCAPE CONTRACTOR. ) -~ a :
‘ a7 y \ MYCORRIHIZA WHEN BACKFILLING HOLE.
/ | 0 % ~ 7 / / \\‘\ 8. | SOIL MIX PM35 BY MIDWEST TRADING COMPANY OR EQUAL SHALL BE ROTOTILLED @ TREE PLANTING DETAIL o
| w;‘-‘ Q \ 7 4 \ \ INTO ALL PERENNIAL AND ANNUAL PLANTING BEDS PRIOR TO THE INSTALLATION D/ NOT TO SCALE. USE ONLY ZONE HARDY PLANT MATERIAL. o
‘ ."/ 3 DNY @ / & M OF THE PLANT MATERIAL. A SLOW RELEASE, GRANULAR FERTILIZER SHALL BE c
/ ‘ —r N\ 7 ALH : f y / \ APPLIED TO ALL ANNUAL AND PERENNIAL PLANTING BEDS AT THE RECOMMENDED 8.
“ 1 / ( \ / \ \ RATE, AND SHALL BE ROTOTILLED IN WITH THE ABOVE SOIL MIXTURE BEFORE THE )
| P i \\1\ PLANT MATERIAL IS INSTALLED. s
/ | T T . 2, . / | 9.[| CONTRACTOR TO PROVIDE THOROUGH INITIAL WATERING OF ALL PLANTINGS WITHIN
| CEE o - - 7/ \\ \ 12 HOURS OF INSTALLATION TO ENSURE ALL AIR POCKETS HAVE BEEN REMOVED PRUNE OUT DEAD. BROKEN
//ﬁ - R U | A ’ ’// N \ \ AROUND ROOT BALL. OR RUBBING BRANCHES AT
N — - . / 10% ALL PLANT BED AREAS ARE TO BE MULCHED WITH 3" OF DOUBLE SHREDDED BRANCH COLLAR. Prepared By'
\ A P o - ,, \\\\ HARDWOOD MULCH AND SHALL BE SEPARATED WITH A SPADE EDGE ALONG EEgSV_EHéU{_OLWq‘ﬁ P(\)":__DR%%BFLPE;LL :
| R - 19556 b | BE T LW ADIRGENT cums, o CRADE (ATTER SETILNG) SHALL - pic sie 80 Al oo B vecrssine O g
I — P . - ROOT BALL IF NECESSARY.
\ - \ /_ 8 BOH~ \ ABOVE THE FINISHED GRADE. CREATE A SAUCER BY MOUNDING A 2
» | 11.| ALL TURF AREAS ARE TO BE A MINIMUM OF A FIVE WAY BLUEGRASS BLEND, 3" SHREDDED RING OF SOIL AROUND THE PERIMETER <
\ x 3 FTE UNLESS OTHERWISE NOTED. CONTRACTOR IS RESPONSIBLE FOR WATERING ALL FARDWOOD BARK MULCH. OF THE HOLE 70 MAXIMIZE WATER O
\‘ \ 5 FBC — \\ INSTALLED TURF AREAS UNTIL TIME OF KNITTING. IF TURF SEED AND SOD OCCUR CATCHING AND TO ALLOW FOR SETTLING. o
\\ ‘ e R7 _\ -1 X ON THE SAME PROJECT, CONTRACTOR SHALL VERIFY AND USE SEED MIXTURES Z'FOQ‘%\J/:?DETENE'IO%LT Vé':ERIESDTO FINISHED GRADE ~
| \ - O NG T 777 TO MATCH SOD. 2
‘ Sate Yé"}},'yw‘ A X . o \® ez \\\12. AREAS TO BE SODDED SHALL BE WITH AN "APPROVED TURFGRASS SOD" OF SETTLE REMAINING AIR POCKETS. bo ©
.\)\ \\ %%%g}éwfg \ '\ @ \‘"\ ’\‘ 77 " by , PREMIUM GRADE. SOD SHALL BE A 5 WAY BLEND OF IMPROVED KENTUCKY UNDISTURBED SUBGRADE I)QVGF;NXVEIE% fAﬁlﬁ(lm_(l;N%h géslr*g THE —
— 2T % iea (g ?j_"*“'- "(._“" w7/ & v \ BLUEGRASS VARIETIES THAT HAS BEEN GROWN LOCALLY TO THE PROJECT SITE. DIC HOLE A MINIMUM OF g o~
X = Ly, S ) ”‘é"/'/%—\\é%'\\égl = 85 . l\ SOD MUST BE MATURED FOR 2 FULL GROWING SEASONS PRIOR TO HARVEST 2 TIMES WIDER THAN THE NG L CHOP UP THE HEAVIER SOLS FOR :" S
/ ~ () l \’Qmj ! o0 R 7 CUTTING AND BE HEALTHY WITH WELL ESTABLISHED ROOTS. SOD SHALL BE FREE  ROOT BALL DIAMETER. il e AND SAVING THE BETTER SOIL FOR P o
— e w e e ittt i!ﬂ ~ - \\\ OF DISEASE, INSECTS AND DEBRIS. SOD SHALL BE UNIFORM IN LEAF COLOR, THE TOP LAYERS. ' ADD MYCORRHIZA H O “
) y — N AND DENSITY. SOD SHALL BE DELIVERED, INSTALLED, AND WATERED . =
- 7 I’I s"g;;zwiﬁ% ((3)) & N\ Neer el N X NP4 THIN 24 F HARVEST IN WHICH TEMPERATURES DO NOT EXCEED 90 @ SHRUB PLANTING DETAIL QU e -
- - =~ — — i ————— - — S84 105 M) 7775 T , , N \\\ DEGREES (F) NOR LESS TH DEGREES (F). SOD SHALL BE MACHINE—-CUT AT D) NOT TO SCALE. USE ONLY ZONE HARDY PLANT MATERIAL. & - 5
RIGHT— OF —WAY ~ — =X —~22E (R) _ 85638'22'W (M) 31.00 \ A MINIMUM UNIFORM SOIL THICKNESS (1:5~ IS DESIRED) BUT SOD Q 0O s
INSTR. #2016046128 \ S, = o N56B9'55'E (R) N %IC ESS-SHALL BE A THICKNESS NECESSARY FOR PLANT VIABILITY. SOD SHALL H W <
S I AN \8 — r N ID IN STAGGERED STRAIGHT LINES, TIGHTLY AGAINST EACH OTHER WITHOUT = =
— S, J, T - AN 3 SSM | N S OR OVERLAPPING. SOD STAKES SHALL USED ON ALL SLOPES 4:1 OR w I: S
- o=
o \ ~ GREATER. o pu( <
N —— - = N 12 DTB \ S 43, |CONTRACTOR SHALL REPAIR ALL DISTURBED AREAS (INTENDED OR UNINTENDED) «
b () $89°27°00"W 150.00" (C) ~ " N N 14 DJJ o © AT A MINIMUM, TO THE ORIGINAL CONDITION UNLESS OTHERWISE NOTED. SET PLANTS AT SAME LEVEL AS bo 3
o ) ” ~
~~ - NB9'19°05°E (R) ~ o z 14. | THE-EXISTING PLANT MATERIAL SHOWN ON THIS PLAN IS INTENDED SOLELY TO 1ty WERE IN THE CONTANER PROVIDE INIIAL WATERING S
~g —856- " 5, = & 3" SHREDDED HARDWOOD BARK =
52 —— ok N © |~ IDENTIFY THEM AS OBSERVED IN THE FIELD. THIS PLAN DOES NOT MAKE ANY MULCH. PREPARE PERENNIAL BED
~ ~_ EAST 151ST STREET AN E 5| \RiGHT-0F—waAY = - Bl o CLAIMS ABOUT THE CONDITION OR SAFETY OF ANY OF THE PLANT MATERIAL e oY MOWEST PREPARE PERENNIAL BED .
~ — \Rl GHT OF W AY V ARIE 8 \ W x| INSTR. #9023064 X R S5y DESCRIBED HEREIN OR OBSERVED IN THE FIELD. TRADING COMPANY OR EQUAL. ; ; gg&%m% FI’:)I-i:IT:I-EI_I;I_INIAL ?
™~ ~ 8 o 2w o~ “ 15. |ALL TRANSPLANTED PLANT MATERIAL MUST BE INSTALLED IMMEDIATELY UPON MOUND BED 2—4" ABOVE \ FINISHED GRADE 15)
~ \ > Q9 g0 Y EXTRACTION FROM IT'S ORIGINAL LOCATION, UNLESS SPECIFIC ARRANGEMENTS FINISHED GRADE. =
N R 3 m 28 HAVE BEEN MADE WITH THE LANDSCAPE ARCHITECT/DESIGNER. SHOULD IT BREAK UP ROOT MASS BY "
N 7 F PR d o jp— / S 8 % // BECOME UNREASONABLE TO TRANSPLANT ANY OF THE PLANT MATERIAL AS HAND OR BY SUGING IT 4 SPADED EDGE g Q
> N = = _— =z — IDESCRIBED-IN THIS PLAN,—DUE—TO-SITE CONSTRAINTS—OR OTHERWSE, UNDISTURBED —
P N o = _ e /$89°27'27"W 75.21° (C) Y CONTRACTOR IS RESPONSIBLE FOR CONTACTING LANDSCAPE ARCHITECT/DESIGNER SUBGRADE c
Y P / /' N89'19'32°E (R) % TO MAKE ALTERNATIVE ARRANGEMENTS. S
Ve / V4 / 16. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING THE HEALTH AND Q
e -7 - g 7 FROM PHYSICAL DAMAGE FROM THE TME PLANT IS SELECTED THROUGH IT'S () CERENNIAL_PLANTING DETAIL £
s 7 %@/ // % INSTALLATION D/ NOT TO SCALE. USE ONLY ZONE HARDY PLANT MATERIAL. o
ce & - B
S - — 0 / e 853 — — 17. CONTR/ACTOR IS RESPONSIBLE FOR ALL PLANT MATERIAL REMAINING PLUMB UNTIL %
e _— - / _~ "THE END OF THE GUARANTEE PERIOD. PLANTS MAY NOT BE STAKED UNLESS S
—— e y __—~ 7 APPROVED BY THE LANDSCAPE ARCHITECT/DESIGNER. AP P ROV AL P E N D I N G - N
- e e / - 18. CONTRACTOR TO GUARANTEE PLANT MATERIAL AND LABOR FOR A MINIMUM OF ©
- - - P - Y, P ONE YEAR FROM THE TIME OF INSTALLATION. E
o — —~ / - 19. THE CONTRACTOR IS RESPONSIBLE FOR BECOMING FAMILIAR WITH AND ABIDING N OT FO R ‘ O N STRU‘ TI O N %
/ ~ - Y, _ BY THE LANDSCAPE ORDINANCES FOR THE SPECIFIC JURISDICTION IN WHICH THE =
/ L e e e = = = = - / WORK IS TAKING PLACE.
= == — = T . T = 20. BIDDERS SHALL BE RESPONSIBLE FOR EXAMINING THE SITE, PRIOR TO PREPARING o
= \ - ~ BID, TO BECOME FAMILIAR WITH THE SPECIFIC SITE CONSTRAINTS. O
y = : — — TN N =
— = — Y OHW ——— oMW HW oMW —— oW ——— R o tSB7é|QW OHW ———————— OHW —2%—ALL-EXISTI SITE PLANT MATERIAL NOT EFFECTED BY CONSTRUCTION OR m
- o S \ e R SR 84w \C?\@a“%%lfw g THE PROPOSED LANDSCAPE, SHALL BE BE PROTECTED AS PART OF THIS PLAN. 5%|» o
o o o \\%\z\ \FIED 4 /?//@ \ ore you aig. EXISTING LANDSCAPE IN AREAS OF CONSTRUCTION AND PROPOSED LANDSCAPE 45|86 ®
- 7 _ D& Te SHALL BE REMOVED AS PART OF THIS PLAN. S |E[9]Y <
e - SO '-.O,p% 22. THE CONTRACTOR SHALL FURNISH ALL LABOR, MATERIALS AND EQUIPMENT S|s|0|8 N
gq_ S T = NECESSARY FOR THE COMPLETION OF ALL THE ITEMS SHOWN ON THE PLANS. T o o~ ;c\;.l .
= [ (] —_= ot .
§‘£§ DANIEL D ':(zé 23. IF IRRIGATION IS DEEMED NECESSARY, IT SHALL BE DESIGN/BUILD. THE E A R T I T CZ)
= OLSON : = PROPOSED IRRIGATION PLAN ALONG WITH AN AS BUILT OF THE IRRIGATION o E E % | =
= % s = SYSTEM SHALL BE PREPARED FOR OWNER REVIEW AND APPROVAL. CONTRACTOR li=|=|2]..l0
= *'-, s e = SHALL GUARANTEE PERFORMANCE, PARTS, AND LABOR FOR A PERIOD OF 1 YEAR % Ol2|y | w
K, SHS FROM THE DATE OF FINAL APPROVAL. DlolZ|IE|IZ2]3
R 24, IF EXISTING IRRIGATION IS PRESENT ON SITE, CONTRACTOR SHALL ADJUST, ADD SI8I5I319&
/////// L~508’\P‘ \\\\\\ TO, OR SUBTRACT FROM, THE EXISTING IRRIGATION SYSTEM TO ACCOMMODATE
T ANY PROPOSED ALTERATIONS/ADDITIONS TO THE EXISTING LANDSCAPE.
CONTRACTOR SHALL PROVIDE THE OWNER AN AS BUILT OF THE IRRIGATION
SYSTEM AND ALL CHANGES TO THE SYSTEM AFFECTED BY THIS PROJECT. L_ 1
25. PROVIDE TOPSOIL RE—SPREAD PER THE FOLLOWING UNLESS OTHERWISE NOTED:
A. 4" MINIMUM IN GRASS OR SOD AREAS
B. 6" MINIMUM IN PLANTING AREAS
C. 12" MINIMUM IN LANDSCAPE ISLANDS LC #13-0222

LANDSCAPE PLAN
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ON SITE PARKING DATA REGULAR SPACES       53 53 ADA ACCESSIBLE SPACES      3   3  TOTAL SPACES       56 56 DRIVE THRU STACKING = 21 VEHICLES SITE DATA CURRENT ZONING  = LB-PD = LB-PD LB-PD LOT AREA    =   69,792 S.F. (1.60 AC.) =   69,792 S.F. (1.60 AC.) 69,792 S.F. (1.60 AC.) EX. IMPERVIOUS AREA = 56,359 S.F. (1.29 AC.)(80.8%) = 56,359 S.F. (1.29 AC.)(80.8%) 56,359 S.F. (1.29 AC.)(80.8%) EX. PERVIOUS AREA  = 13,433 S.F. (0.31 AC.)(19.2%) = 13,433 S.F. (0.31 AC.)(19.2%) 13,433 S.F. (0.31 AC.)(19.2%) PROP. IMPERVIOUS AREA = 51,870 S.F. (1.19 AC.)(74.3%) = 51,870 S.F. (1.19 AC.)(74.3%) 51,870 S.F. (1.19 AC.)(74.3%) PROP. PERVIOUS AREA = 17,922 S.F. (0.41 AC.)(25.7%) = 17,922 S.F. (0.41 AC.)(25.7%) 17,922 S.F. (0.41 AC.)(25.7%) PERVIOUS AREA WILL BE INCREASED BY 4,489 S.F. OR 33%  AREA WILL BE INCREASED BY 4,489 S.F. OR 33% INCREASED BY 4,489 S.F. OR 33%  BY 4,489 S.F. OR 33% PARKING AREA LANDSCAPING FOR SITES WITH 50 OR MORE PARKING SPACES, 10% OF AREA MUST BE LANDSCAPE ISLANDS  TOTAL PARKING AREA   = 29,240 SF = 29,240 SF 29,240 SF PROPOSED LANDSCAPED AREA  = 3,592  SF = 3,592  SF 3,592  SF 29,240 * 0.1  =  2,924 SF < 3,592 S.F.  =  2,924 SF < 3,592 S.F.   2,924 SF < 3,592 S.F.  
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GENERAL NOTES: 1. THESE PLANS ARE BASED ON THE ALTA/NSPS LTS W/TOPO THESE PLANS ARE BASED ON THE ALTA/NSPS LTS W/TOPO (SURVEY PROJECT #W190356STL DATED 6/11/20) PREPARED BY: WEIHE ENGINEERS 10505 N. COLLEGE AVE INDIANAPOLIS, IN (317) 846-6611 2. PRIOR TO CONSTRUCTION, CONTRACTOR TO CONTACT THE PRIOR TO CONSTRUCTION, CONTRACTOR TO CONTACT THE DESIGN ENGINEER AND ARCHITECT TO VERIFY THAT THEY ARE WORKING FROM THE MOST CURRENT SET OF PLANS AND SPECIFICATIONS.
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NOT TO SCALE. USE ONLY ZONE HARDY PLANT MATERIAL.
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PRUNE OUT DEAD, BROKEN OR RUBBING BRANCHES AT BRANCH COLLAR.
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PROTECT TRUNK WITH TREE WRAP IF PLANTED IN THE FALL AND REMOVE THE FOLLOWING SPRING.
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3" SHREDDED HARDWOOD BARK MULCH.
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TAMP WHILE BACKFILLING, USING THE ORIGINAL SOIL, MAKING SURE TO CHOP UP THE HEAVIER SOILS FOR USE IN THE BOTTOM OF THE HOLE AND SAVING THE BETTER SOIL FOR THE TOP LAYERS. ADD MYCORRIHIZA WHEN BACKFILLING HOLE. 
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CREATE A SAUCER BY MOUNDING A RING OF SOIL AROUND THE PERIMETER OF THE HOLE TO MAXIMIZE WATER CATCHING AND TO ALLOW FOR SETTLING.
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DIG HOLE A MINIMUM OF  2 TIMES WIDER THAN THE  ROOT BALL DIAMETER.
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PLACE TREE SO THAT THE TOP OF THE ROOT BALL IS 2-3" ABOVE THE FINISHED GRADE.

AutoCAD SHX Text
REMOVE ALL TWINE, BURLAP AND WIRE BASKET FROM THE TOP 1/4 OF ROOT BALL. REMOVE EXCESS DIRT FROM TOP OF ROOT BALL IF NECESSARY.
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PROVIDE INITIAL WATERING TO SATURATE ROOT BALL AND SETTLE REMAINING AIR POCKETS.
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3" SHREDDED  HARDWOOD BARK MULCH.
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TAMP WHILE BACKFILLING, USING THE ORIGINAL SOIL, MAKING SURE TO CHOP UP THE HEAVIER SOILS FOR USE IN THE BOTTOM OF THE HOLE AND SAVING THE BETTER SOIL FOR THE TOP LAYERS.  ADD MYCORRIHIZA WHEN BACKFILLING HOLE. 
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CREATE A SAUCER BY MOUNDING A RING OF SOIL AROUND THE PERIMETER OF THE HOLE TO MAXIMIZE WATER CATCHING AND TO ALLOW FOR SETTLING.
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PLACE SHRUB SO THAT THE TOP OF THE ROOT BALL IS 1-2" ABOVE THE FINISHED GRADE.
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PROVIDE INITIAL WATERING TO  SATURATE ROOT BALL AND SETTLE REMAINING AIR POCKETS.
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REMOVE ALL TWINE AND BURLAP FROM THE TOP 1/4 OF ROOT BALL. REMOVE EXCESS DIRT FROM TOP OF ROOT BALL IF NECESSARY.

AutoCAD SHX Text
DIG HOLE A MINIMUM OF  2 TIMES WIDER THAN THE  ROOT BALL DIAMETER.
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AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
3" SHREDDED HARDWOOD BARK MULCH.

AutoCAD SHX Text
UNDISTURBED  SUBGRADE

AutoCAD SHX Text
SOIL MIX PM35 BY MIDWEST TRADING COMPANY OR EQUAL. MOUND BED 2-4" ABOVE FINISHED GRADE.
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SET PLANTS AT SAME LEVEL AS THEY WERE IN THE CONTAINER
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PREPARE PERENNIAL BED AT A MIN. DEPTH OF 1.5 TIMES THE PERENNIAL CONTAINER DEPTH
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 LANDSCAPE NOTES LANDSCAPE NOTES 1. ALL PLANT MATERIAL SHALL BE HARDY TO THE ZONE IT IS BEING PLANTED IN. ALL PLANT MATERIAL SHALL BE HARDY TO THE ZONE IT IS BEING PLANTED IN. ALL TREES AND SHRUBS ARE TO BE BALLED AND BURLAPED UNLESS OTHERWISE NOTED AND SHALL BE GROWN IN ACCORDANCE WITH THE STANDARDS SET FORTH BY THE LATEST EDITION OF AMERICAN STANDARD FOR NURSERY STOCK PUBLISHED BY AMERICANHORT. 2. PLANT SIZES CALLED OUT ON THIS PLAN ARE THE MINIMUM SIZE REQUIRED. PLANT SIZES CALLED OUT ON THIS PLAN ARE THE MINIMUM SIZE REQUIRED. PLANTS WHICH FAIL TO MEET THE SIZES LISTED, SHALL BE REJECTED AT THE EXPENSE OF THE CONTRACTOR.   3. CONTRACTOR MUST VERIFY ALL MATERIAL QUANTITIES AS DEPICTED ON THE CONTRACTOR MUST VERIFY ALL MATERIAL QUANTITIES AS DEPICTED ON THE DRAWING. THE PLANT LIST PROVIDED ON THIS PLAN IS FOR CONVENIENCE ONLY. 4. SUBSTITUTIONS MAY NOT BE MADE WITHOUT THE APPROVAL OF THE LANDSCAPE SUBSTITUTIONS MAY NOT BE MADE WITHOUT THE APPROVAL OF THE LANDSCAPE ARCHITECT/DESIGNER. 5. THE CONTRACTOR SHALL NOTIFY ALL APPROPRIATE AGENCIES AND UTILITY THE CONTRACTOR SHALL NOTIFY ALL APPROPRIATE AGENCIES AND UTILITY LOCATORS PRIOR TO CONSTRUCTION. CONTRACTOR SHALL NOT BEGIN ANY WORK ON-SITE UNTIL ALL UTILITIES HAVE BEEN LOCATED. CONTRACTOR SHALL OBTAIN "AS-BUILT" PLANS FOR ALL IRRIGATION AND LIGHTING PRIOR TO CONSTRUCTION. 6. CONTRACTOR IS RESPONSIBLE FOR PROTECTING ALL UTILITIES INCLUDING CONTRACTOR IS RESPONSIBLE FOR PROTECTING ALL UTILITIES INCLUDING IRRIGATION AND LIGHTING. ALL DAMAGE SHALL BE REPAIRED TO A NEW CONDITION IN ACCORDANCE WITH ALL CODES AT NO COST TO THE OWNER - SEE NOTE 5. 7. ALL UNSUITABLE MATERIAL (CONCRETE, AGGREGATE STONE, CRUSHED ASPHALT, ALL UNSUITABLE MATERIAL (CONCRETE, AGGREGATE STONE, CRUSHED ASPHALT, BRICK ETC.) SHALL BE REMOVED, INCLUDING HAUL OFF, PRIOR TO PLANTING AND SHALL BE THE RESPONSIBILITY OF THE LANDSCAPE CONTRACTOR. 8. SOIL MIX PM35 BY MIDWEST TRADING COMPANY OR EQUAL SHALL BE ROTOTILLED SOIL MIX PM35 BY MIDWEST TRADING COMPANY OR EQUAL SHALL BE ROTOTILLED L SHALL BE ROTOTILLED INTO ALL PERENNIAL AND ANNUAL PLANTING BEDS PRIOR TO THE INSTALLATION OF THE PLANT MATERIAL. A SLOW RELEASE, GRANULAR FERTILIZER SHALL BE APPLIED TO ALL ANNUAL AND PERENNIAL PLANTING BEDS AT THE RECOMMENDED RATE, AND SHALL BE ROTOTILLED IN WITH THE ABOVE SOIL MIXTURE BEFORE THE PLANT MATERIAL IS INSTALLED. 9. CONTRACTOR TO PROVIDE THOROUGH INITIAL WATERING OF ALL PLANTINGS WITHIN CONTRACTOR TO PROVIDE THOROUGH INITIAL WATERING OF ALL PLANTINGS WITHIN 12 HOURS OF INSTALLATION TO ENSURE ALL AIR POCKETS HAVE BEEN REMOVED AROUND ROOT BALL. 10. ALL PLANT BED AREAS ARE TO BE MULCHED WITH 3" OF DOUBLE SHREDDED ALL PLANT BED AREAS ARE TO BE MULCHED WITH 3" OF DOUBLE SHREDDED HARDWOOD MULCH AND SHALL BE SEPARATED WITH A SPADE EDGE ALONG PERIMETERS ADJACENT TO TURF AREAS. FINAL GRADE (AFTER SETTLING) SHALL BE 1" BELOW ADJACENT CURBS. 11. ALL TURF AREAS ARE TO BE A MINIMUM OF A FIVE WAY BLUEGRASS BLEND, ALL TURF AREAS ARE TO BE A MINIMUM OF A FIVE WAY BLUEGRASS BLEND, UNLESS OTHERWISE NOTED. CONTRACTOR IS RESPONSIBLE FOR WATERING ALL INSTALLED TURF AREAS UNTIL TIME OF KNITTING. IF TURF SEED AND SOD OCCUR ON THE SAME PROJECT, CONTRACTOR SHALL VERIFY AND USE SEED MIXTURES TO MATCH SOD. 12. AREAS TO BE SODDED SHALL BE WITH AN "APPROVED TURFGRASS SOD" OF AREAS TO BE SODDED SHALL BE WITH AN "APPROVED TURFGRASS SOD" OF PREMIUM GRADE. SOD SHALL BE A 5 WAY BLEND OF IMPROVED KENTUCKY BLUEGRASS VARIETIES THAT HAS BEEN GROWN LOCALLY TO THE PROJECT SITE. SOD MUST BE MATURED FOR 2 FULL GROWING SEASONS PRIOR TO HARVEST CUTTING AND BE HEALTHY WITH WELL ESTABLISHED ROOTS. SOD SHALL BE FREE OF DISEASE, INSECTS AND DEBRIS. SOD SHALL BE UNIFORM IN LEAF COLOR, TEXTURE, AND DENSITY. SOD SHALL BE DELIVERED, INSTALLED, AND WATERED WITHIN 24 HOURS OF HARVEST IN WHICH TEMPERATURES DO NOT EXCEED 90 DEGREES (F) NOR LESS THAN 55 DEGREES (F). SOD SHALL BE MACHINE-CUT AT A MINIMUM UNIFORM SOIL THICKNESS (1.5" OF SOD IS DESIRED) BUT SOD THICKNESS SHALL BE A THICKNESS NECESSARY FOR PLANT VIABILITY. SOD SHALL BE LAID IN STAGGERED STRAIGHT LINES, TIGHTLY AGAINST EACH OTHER WITHOUT STRETCHING OR OVERLAPPING. SOD STAKES SHALL USED ON ALL SLOPES 4:1 OR GREATER.  13. CONTRACTOR SHALL REPAIR ALL DISTURBED AREAS (INTENDED OR UNINTENDED) CONTRACTOR SHALL REPAIR ALL DISTURBED AREAS (INTENDED OR UNINTENDED) AT A MINIMUM, TO THE ORIGINAL CONDITION UNLESS OTHERWISE NOTED. 14. THE EXISTING PLANT MATERIAL SHOWN ON THIS PLAN IS INTENDED SOLELY TO THE EXISTING PLANT MATERIAL SHOWN ON THIS PLAN IS INTENDED SOLELY TO IDENTIFY THEM AS OBSERVED IN THE FIELD. THIS PLAN DOES NOT MAKE ANY CLAIMS ABOUT THE CONDITION OR SAFETY OF ANY OF THE PLANT MATERIAL DESCRIBED HEREIN OR OBSERVED IN THE FIELD.  15. ALL TRANSPLANTED PLANT MATERIAL MUST BE INSTALLED IMMEDIATELY UPON ALL TRANSPLANTED PLANT MATERIAL MUST BE INSTALLED IMMEDIATELY UPON EXTRACTION FROM IT'S ORIGINAL LOCATION, UNLESS SPECIFIC ARRANGEMENTS HAVE BEEN MADE WITH THE LANDSCAPE ARCHITECT/DESIGNER. SHOULD IT BECOME UNREASONABLE TO TRANSPLANT ANY OF THE PLANT MATERIAL AS DESCRIBED IN THIS PLAN, DUE TO SITE CONSTRAINTS OR OTHERWISE, CONTRACTOR IS RESPONSIBLE FOR CONTACTING LANDSCAPE ARCHITECT/DESIGNER TO MAKE ALTERNATIVE ARRANGEMENTS. 16. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING THE HEALTH AND THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING THE HEALTH AND VIABILITY OF THE PROPOSED PLANT MATERIAL INCLUDING WATERING, PROTECTION FROM PHYSICAL DAMAGE FROM THE TIME PLANT IS SELECTED THROUGH IT'S INSTALLATION. 17. CONTRACTOR IS RESPONSIBLE FOR ALL PLANT MATERIAL REMAINING PLUMB UNTIL CONTRACTOR IS RESPONSIBLE FOR ALL PLANT MATERIAL REMAINING PLUMB UNTIL THE END OF THE GUARANTEE PERIOD. PLANTS MAY NOT BE STAKED UNLESS APPROVED BY THE LANDSCAPE ARCHITECT/DESIGNER. 18. CONTRACTOR TO GUARANTEE PLANT MATERIAL AND LABOR FOR A MINIMUM OF CONTRACTOR TO GUARANTEE PLANT MATERIAL AND LABOR FOR A MINIMUM OF ONE YEAR FROM THE TIME OF INSTALLATION. 19. THE CONTRACTOR IS RESPONSIBLE FOR BECOMING FAMILIAR WITH AND ABIDING THE CONTRACTOR IS RESPONSIBLE FOR BECOMING FAMILIAR WITH AND ABIDING BY THE LANDSCAPE ORDINANCES FOR THE SPECIFIC JURISDICTION IN WHICH THE WORK IS TAKING PLACE. 20. BIDDERS SHALL BE RESPONSIBLE FOR EXAMINING THE SITE, PRIOR TO PREPARING BIDDERS SHALL BE RESPONSIBLE FOR EXAMINING THE SITE, PRIOR TO PREPARING BID, TO BECOME FAMILIAR WITH THE SPECIFIC SITE CONSTRAINTS. 21. ALL EXISTING ON-SITE PLANT MATERIAL NOT EFFECTED BY CONSTRUCTION OR ALL EXISTING ON-SITE PLANT MATERIAL NOT EFFECTED BY CONSTRUCTION OR THE PROPOSED LANDSCAPE, SHALL BE BE PROTECTED AS PART OF THIS PLAN. EXISTING LANDSCAPE IN AREAS OF CONSTRUCTION AND PROPOSED LANDSCAPE SHALL BE REMOVED AS PART OF THIS PLAN. 22. THE CONTRACTOR SHALL FURNISH ALL LABOR, MATERIALS AND EQUIPMENT THE CONTRACTOR SHALL FURNISH ALL LABOR, MATERIALS AND EQUIPMENT NECESSARY FOR THE COMPLETION OF ALL THE ITEMS SHOWN ON THE PLANS. 23. IF IRRIGATION IS DEEMED NECESSARY, IT SHALL BE DESIGN/BUILD. THE IF IRRIGATION IS DEEMED NECESSARY, IT SHALL BE DESIGN/BUILD. THE PROPOSED IRRIGATION PLAN ALONG WITH AN AS BUILT OF THE IRRIGATION SYSTEM SHALL BE PREPARED FOR OWNER REVIEW AND APPROVAL. CONTRACTOR SHALL GUARANTEE PERFORMANCE, PARTS, AND LABOR FOR A PERIOD OF 1 YEAR FROM THE DATE OF FINAL APPROVAL.   24. IF EXISTING IRRIGATION IS PRESENT ON SITE, CONTRACTOR SHALL ADJUST, ADD IF EXISTING IRRIGATION IS PRESENT ON SITE, CONTRACTOR SHALL ADJUST, ADD TO, OR SUBTRACT FROM, THE EXISTING IRRIGATION SYSTEM TO ACCOMMODATE ANY PROPOSED ALTERATIONS/ADDITIONS TO THE EXISTING LANDSCAPE. CONTRACTOR SHALL PROVIDE THE OWNER AN AS BUILT OF THE IRRIGATION SYSTEM AND ALL CHANGES TO THE SYSTEM AFFECTED BY THIS PROJECT.   25. PROVIDE TOPSOIL RE-SPREAD PER THE FOLLOWING UNLESS OTHERWISE NOTED: PROVIDE TOPSOIL RE-SPREAD PER THE FOLLOWING UNLESS OTHERWISE NOTED: A. 4" MINIMUM IN GRASS OR SOD AREAS 4" MINIMUM IN GRASS OR SOD AREAS B. 6" MINIMUM IN PLANTING AREAS 6" MINIMUM IN PLANTING AREAS C. 12" MINIMUM IN LANDSCAPE ISLANDS12" MINIMUM IN LANDSCAPE ISLANDS
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CONTRACTOR TO MULCH ALL PLANT BEDS WITH DECORATIVE STONE, AND SPADE EDGE WHERE APPLICABLE (TYP)
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